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Height detection equipment manual

Model : DT02

The Manual For Fully functional Wireless Handle for Engraving machine
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Height detection equipment manual

#E(Model) : DT02

—. K3 Application

RDIRET LRI TN SEFRF & CNC INT
low-power wireless Height detection equipment , applications dperating
all kinds of machine cnc center.
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Height detection equipment Working principle
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When the trigger transmitter
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When the trigger is received|
The receiverimmediately
turned the internal relay

,Now the transmitter will
trigger signal radio
transmission to the receiver
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Operation Instruction
1. EEUEREERIRS TR - (3R )
Connect the receiver to the cnc system

E5&EE:
EEEESE

Connected to the control card

{=S4488 : Signal Description

® 5-24V: L3I TI{UE I ESHIHEB B IE.
X TI(UEKES  FEINEBLETIREBIR , 7881TIE. TIEBETE
5V-24V ; TYEEBFR/NF100mA
Power to the receiver;Voltage: 5V-24V, current less than 100 mA

o OV: SIRIGRRMHEBAIFRIROV,

Power to the receiver;0V

® Prob : FEESAFPMFEEEHIL ., HRERKEIS U ASTSRIMRESE
XMKERESAE | ProbfICOMSSE , RIERITIMAISS
When the triggeris received,The receiverimmediately turned the
internal relay;Then Probe and COM pin Unicom

* COM :ZWZRNBEPAFEERMH. SEERNEII T RSTRIIMAESE
XANKEEESAS , ProbfICOMEIE , BEXITIMAIES
When the trigger is received,The receiverimmediately turned the
internal relay;Then Probe and COM pin Unicom



2. (BXTIRREE 2T AAARS H,
IRFFRSTIRERSS — L4275 AAABBIth (JEEBIERSR ) —> $EEXITIEE
R
Install the two AAA batteries to the terminal device.
Open the the battery door—install the 2 AAA.(Attention to The battery

positive and negative direction )—» close the battery door.
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Insert the
batteries AAA



3. BETFXIML, MIIHERTR: ANEREERRTR: MNIVEMRESTLE
BRI | R BB TSRS

Gently press down the transmitter, Probe lights;If the receiver power
supply is normal, RF light immediately lights

1. BETYIR
Gently press transmitter

BERBREEIRRES
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The receiver receives
atrigger signal, RF lights

2 . RS Tb;ﬂL*
l

Trigger indicator light

vesatore  BEEEYNESAE T
el | -POWER LED lights, the battery
needs to be replaced




= BHAS3H
Electrical specifications

3.1 : #ZWEE (The receiver)

. TYEeBIE : STHFBERA B 5V 3 24V
Work voltage:5v~24 DC

. TFeE - SRRV ¢ 100mA
Current consumption: type 20mA

. TER(EREE ¢ 203K
Wireless distance:20 meter

. IEBLREEEEEIH  S3F 250V/50mA sk S FFRL IS Tk, HREB SE A&

The relay normal open contacts output: support maximum 250V/50mA load.
3 . 2:337]88 ( Trigger Transmitter )

. TYEEBJE @ 275 AAA Hjth , B 2.4V 2 3.6V
Work voltage:2 AAA batteries,2.4V~3.6V DC

. TYFeEi : SEHIRAVINT 20uA ; 215 AAA EEIIRETERER3ANA

Current consumption: type 20uA.To work continuously more than 3
months

. FoER(FERREEES « 20K

Wireless distance:20 meter

. WTESHHEE @ 0.01 2K
Probe precision:0.01mm

(EFEEE : HXTIREMREET 24V, RnEiREih,

Low power warning:please exchange the batteries when low power led light
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Trouble shooting
400 HERXTIE, WIIRRIT SE RERFRRITASE

JER R R B UL T I
Press the Trigger Transmitter ,the probe led light and RF led out.
Check the receiver power.

4. 20 HETERII, NIRRT, BRI AR, (KRR HEAR
FE : eBEWIREHEEAREL | RERMEAREREER ; i0EH
R HH.
Press the Trigger Transmitter,the probe led out and RF led out.
low power led out. Check the Trigger Transmitter power.the
direction of batteries .ultra low power - batteries.

40 3 XTI MUHERIASE, BEIERIT WA, (KRR

SR R T

Press the Trigger Transmitter,the probe led out and RF led out.
low power led light. Exchange the batteries of the device
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